TECHNICAL SPECIFICATIONS (ITB 24 - 0164 - A - price schedule no. 1)

	Item No.
	Item & Description
	Specification
	Statement of Compliance

	
	
	
	
Bidders must state here either “Comply” or “Not
Comply” against each of the individual parameters of each Specification stating the corresponding performance parameter of the equipment offered. Statements of “Comply” or “Not Comply” must be supported by evidence in a Bidders Bid and cross-referenced to that evidence. Evidence shall be in the form of manufacturer’s un-amended sales literature, unconditional statements of specification and compliance issued by the manufacturer, samples, independent test data etc., as appropriate. A statement that is not supported by evidence or is subsequently found to be contradicted by the evidence presented will render the Bid under evaluation liable for rejection. A statement either in the Bidders statement of compliance or the supporting evidence that is found to be false either during Bid evaluation, post-qualification or the execution of the Contract may be regarded as fraudulent and render the Bidder or supplier liable for prosecution subject to the provisions of ITB Clause 3.1(a) (ii) and/or GCC Clause 2.1
(a)(ii).

	1
	BACKHOE-LOADER WITH COMPLETE
ACCESSORIES, ENGINE	diesel, 4 cylinders, water cooled, turbocharged, at least 70kW
TRANSMISSION SYSTEM	at least 4F/3R, powershift UNIT OPERATED BY	joystick control
OPERATING WEIGHT	at least 8.8 tons
BUCKET CAPACITY	at least 1.0 CBM front loader at least 0.18 CBM backhoe
SERVICE BRAKES disc brake on rear wheel TIRE SIZE	front - 14.00-17.50R-14PR
rear - 19.5L-24TL MAX TRACTION	70kW MAX SPEED	: 36 km/h
BACKHOE TYPE	side shift OPERATORS CAB airconditioned
ACCESSORIES	"SHALL HAVE 4.3"" FT DISPLAY ON FRONT AND REAR SIDE PANEL
SHALL HAVE TIPSHIFT (FNR) FUNCTION SHALL HAVE RTD (RETURN TO DIG) FUNCTION
EQUIPPED WITH ROPS AND FOPS CERTIFICATED CAB
SHALL HAVE A COMPLETE SET OF STANDARD TOOLS
"

ENGINE diesel, 4 cylinders, water cooled, turbocharged, at least 70kW
TRANSMISSION SYSTEM	at least 4F/3R, powershift UNIT OPERATED BY	joystick control
OPERATING WEIGHT	at least 8.8 tons
BUCKET CAPACITY	at least 1.0 CBM front loader at least 0.18 CBM backhoe
SERVICE BRAKES disc brake on rear wheel TIRE SIZE	front - 14.00-17.50R-14PR
rear - 19.5L-24TL MAX TRACTION	70kW MAX SPEED	: 36 km/h
BACKHOE TYPE	side shift OPERATORS CAB airconditioned
ACCESSORIES	"SHALL HAVE 4.3"" FT DISPLAY ON
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	FRONT AND REAR SIDE PANEL
SHALL HAVE TIPSHIFT (FNR) FUNCTION SHALL HAVE RTD (RETURN TO DIG) FUNCTION
EQUIPPED WITH ROPS AND FOPS CERTIFICATED CAB
SHALL HAVE A COMPLETE SET OF STANDARD TOOLS
"
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x-x-x nothing follows x-x-x


Name and Signature of Bidder




Terms and Conditions:
1. Bidder must be in Heavy Equipment Business for atleast 5 years and must be in good financial standing.
2. Bidder must have an Established Office, Service Center, and Technician within Region XI or Region XII.
3. Appointing of Shop to cater the after sales warranty is not allowed.
4. Supplier must conduct training/seminar on the operation & maintenance, free of charge.
5. The brand offered must be existing in the Philippine Market for atleast 5 years.
6. Equipment shall have a Reflectorized slow moving vehicle Emblem.
7. Equipment shall have a Reflectorized PLGU-South Cotabato Logo, 8”.
8. One (1) year Warranty on Parts and Labor.
9. Delivery Period: 60 calendar days.
10. Place of Delivery: OPAG Demo Farm. Sitio Pedregosa, Brgy. Rizal, Banga, South Cotabato.



Note: For use of PAGRI-Support to Communal Irrigation System.
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