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Bidders must state here either “Comply” or “Not
Comply” against each of the individual parameters of each Specification stating the corresponding performance parameter of the equipment offered. Statements of “Comply” or “Not Comply” must be supported by evidence in a Bidders Bid and cross-referenced to that evidence. Evidence shall be in the form of manufacturer’s un-amended sales literature, unconditional statements of specification and compliance issued by the manufacturer, samples, independent test data etc., as appropriate. A statement that is not supported by evidence or is subsequently found to be contradicted by the evidence presented will render the Bid under evaluation liable for rejection. A statement either in the Bidders statement of compliance or the supporting evidence that is found to be false either during Bid evaluation, post-qualification or the execution of the Contract may be regarded as fraudulent and render the Bidder or supplier liable for prosecution subject to the provisions of ITB Clause 3.1(a) (ii) and/or GCC Clause 2.1
(a)(ii).

	1
	PICTURE ARCHIVING & COMMUNICATIONS SYSTEM
(PACS) WITH REPORTING, General Composition:
1. PACS Software
2. Storage, Reporting and Server Systems General Features:
1. Project includes supply, delivery, installation, commissioning, and implementation.
2. PACS System shall be compliant to DICOM 3.0 and HL7 Standards.
3. PACS software should be perpetual (non-expiring and non-subscription) license
4. The supplier shall transfer existing hospital patient data and images using the new PACS from the existing archiving system used by the hospital without interrupting the operation of the radiology department.
5. Capable of patient tracking, reporting, image and report archiving.
6. Supports UNLIMITED number of simultaneous and enterprise viewers licenses across multiple, distributed facilities, and support UNLIMITED number of studies.
7. PACS supports full-DICOM Services with modality connections (Store and worklist)
-General Radiography
-General Ultrasound
-Computed Tomography
-Magnetic Resonance Imaging
-Radiographic/Fluoroscopy
-Mammography
-Mobile X-rays
-Nuclear Medicine
-And all other medical imaging modalities
8. Includes specialized, role-based applications for:
-Administrator
-Radiologist
-Referring physicians
-Radiologic technologists
-Receptionist and clerks or co-workers
9. PACS Search filters are customizable by search criteria such as: Accession number, first name, Last name, Modality, Patient ID, Study date, Referring physicians,
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	Body Part, Key Image, and Unread Studies. While RIS can customizable by search criteria such as: HN, Accession Number, Name, Modality, Body Part, Source of patient, ACR code, ICD code, Exam Code, Exam Description, Study Date, Report Date, Verification Date, Requesting Doctor, Radiographer, Report Doctor, 1st reader, 2nd Reader, Scan Room, Findings, Impression, and Patient Sex
10. System has web licenses for internet or intranet connections.
11. The system must be capable of burning patient studies in a CD/DVD either thru medical grade publisher, radiologist workstation, or a designated computer at the reception area of the hospital
12. The system must be capable to print images to a configured DICOM printers.
13. The system must be capable and it will allow images to be viewed via internet and should be compatible with multiple platforms (IOS, Android, Microsoft)
14. Once the report is signed by the radiologist, the report and image can be merge in the PACS system and can be view in different wards using one application only.
15. Security measures including username, password, and upgradeable antivirus system
16. Runs completely on a based web browser, on ALL operating systems without third-party applications or licenses needed
17. The PACS should have a worklist, viewer and reporting on a single platform
18. The PACS is only having one brand and no third-party component installed for image routing and fetching
19. The PACS system is capable to be fully integrated to existing Hospital Information System. Using HL7 or dB to dB integration.
20. The system shall be Tele-Radiology Ready that allows the radiologists to provide their diagnostic reading services from anywhere and anytime that is compatible with the latest windows operating system (windows 11). 21.Unlimited Radiologist user account creation with at least 6 concurrent diagnostic viewer license that enable the Radiologist to view images, diagnose and report
on-site and off-site. PACS Software Features:
1.PACS Software shall have the following capabilities:
-Navigation and identification of studies and series.
-Image display in preferred way with personalized layouts
-Cross Reference Tool simultaneously marks a specific spatial location in different series of a study
-Comparison of multiple studies with collapse study mode and multi-patient mode
-With general radiography diagnostic aid software such as but not limited to the following: Spine Labelling: labelling a vertebra in a reference image, Measure Cardio Thoracic Ratio (CTR), measurement tools CT tools, and Orthopedic Tools
-CT-Scan and MRI diagnostic aid and image processing tools such as but not limited to MIP, MPR, 3D reconstruction, Bone windowing
-Web Viewing Client licenses and Web Server to access images and reports via intranet
-DICOM Print Function
-Patient Data Media Creation
-Auto routing allowing automatic, rule-based distribution of
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	images inside and outside the institution
-Support synchronized scrolling and zooming of series
2. Exam report creation features and report output can be done in pdf or HTML. Report templates can be customized per modality and user.
3. Exam report allows wet reading by radiology residents for review and approval of radiologist consultants.
4. DICOM images can be view to any other workstations connected to the PACS network
5. Restriction mechanism should be available for patient’s right to confidentiality.
6. PACS software can display multiple studies of the same patient (example: XRAY, CT and US of the same patient) 7.Customizable user profiles, each user can use any PACS workstation with his own user profile and application settings
8. Includes application management software for PACS administrator.
9. System has Teaching File features

1 unit PACS SERVER
Built in Storage / 2-drive RAID 1 disk Array or 4-drive RAID 6 disk array
4-Core / 8-thread Intel Xenon or better Network Connection: Dual Gb NIC
Storage Capacity: 24 TB Usable RAID Configuration or higher
Power Rating:
-100-240 AC, auto ranging, 50-60 Hz
-Input Current 5.4A
-Wattage: 229.0 W input, 346.6 W maximum Heat Dissipation:
-989 BTU/hr. maximum (290W power supply)
-10°C to 35°C (50°F to 95°F) at 10% to 80% relative humidity with 29°C (84.2°F) maximum dew point
-Altitude: 10,000 ft (3,048m) maximum
-Maximum temperature is reduced by 1°C/300 m (33.8°F/984.25 ft) above 950 m (3,117 ft)

1 set RADIOLOGIST WORKSTATION
-INTEL CORE i5 - 2400 @ 3.10 GHz or higher QUAD
Core Processor o AMD TURION 64 x2 7500 or higher
-8 GB DDR2 DRAM
-SATA, 7200 rpm, 500GB
-DVD x 22 RW or higher
-1 Medical Grade Monitor ( Min. Spec) oAtleats 2 MP medical Grade Monitor oDisplay Size: Atleast 21" oResolution: 1600 x 1200 or higher
oBrightness: 1000 cd/m2 Typ. Or better oCalibration Brightness: 500 cd/m2 Typ. Or better oContrast: 1800:1 Tyo
oViewing angle: 178 degrees Typ or better 3 sets Viewing Stations
-Processor: i5 13gen or higher
-Hard drive: 250gb SSD Nvme m2. or better
-Hard drive: 1TB HDD or better
-RAM: 8gb Or better
-Monitor: 24 inches Monitor or better

Terms and Conditions:
1.Includes Project Management, Delivery to the site, Installation and Applications Training
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	2. Includes Three (3) years PACS Software Warranty on parts and services.
3. Includes Three (3) years PACS Server Warranty on parts and services.
4. Delivery must be 60 days from the date of receipt of Notice to Proceed.
5. The Supplier of PACS must have at least 10 years experience in PACS implementation and having at least 2
installations.
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